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CODE (STD :S5PC’ s DETAIL DESCRIPTION CODE |STD :SPC’ s DETAIL DESCRIFPT ION
:SECTTON :SECTTON
PERMANENT A CONCRETE FLUME TYPE "A" IS USED TO DIRECT SURFACE TEMPORARY THE SOWING OF A QUICK GROWING SPECIES OF GRASS SUITABLE TO
DOWN DRAIN RUNOFF DOWN A ROADWAY SLOPE INTO ANOTHER FORM OF GRASS I NG v ¥ ¥uyyw v | THE AREA AND SEASON IS TO BE USED ON ALL PROJECTS.
STRUCTURE CONTROL. [T IS USED IN ALL DEPRESSED AREAS WHERE oy R e Ty |
CONCRETE WATER WILL FLOW DOWN THE SLOPE. IT IS DESIGNED FOR A 25 TIFIREA VLY,
CONSTRUCT [ ON _ YEAR STORM AND MUST HAVE SOME FORM OF OUTLET PROTECTION. A B AR
DETAIL N ADDITIONAL LABELING 1S NOT REQUIRED |F SHOWN AS A WA ST v
A SECTION 44! ey — PERMANENT DRAINAGE STRUCTURE ON THE CONSTRUCTION PLANS. D || SECTION 165 MM
INLETS SHALL BE SPACED ACCORDING TO GDOT GUIDELINES S
L INE COD (REGARDING GUTTER SPREAD AND OR OTHER CRITERIA). [ INE CODE
e ‘*P$ va ¥ NSy N '*';.F VFH' Ny
(On2-4) L2 vvv$% Dse ¥ -q,-," 3 vvv$w
PERMANENT A CONCRETE FLUME TYPE °B* IS USED TO DIRECT SURFACE DITCH j A TEMPORARY STONE BARRIER CONSTRUCTED AT DRAINAGE STRUCTURE
DOWN DRAIN RUNOFF DOWN A BACK SLOPE INTO ANOTHER FORM OF CONTROL. : @ | INLETS. THIS REDUCES THE VELOCITY OF THE RUNOFF AND F|LTERS
STRUCTURE \# | |T IS USED IN DEPRESSED AREAS WHERE CONCENTRATED FILTER RING SEDIMENT FROM THE RUNOFF. SEE CHAPTER 6 OF THE MANUAL FOR
CONCRETE & #~ | OFFSITE WATER REACHES THE CUT SLOPE. IT 1S DESIGNED TO EROSION AND SEDIMENT CONTROL I[N GEORGIA FOR DESIGN CRITERIA
CONSTRUCT [ ON SAFETLY CONVEY WATER DOWN THE CUT SLOPE. IT |5 DESIGNED CONSTRUCT 1 OK AND DETAILS.
DETAIL _ FOR A 25 YEAR STORM AND MUST HAVE SOME FORM OF OUTLET NETAIL
N| SECTION 441 b - PROTECTION. ADDITIONAL LABELING [S NOT REQUIRED IF SHOWN
5 AS A PERMANENT DRAINAGE STRUCTURE ON THE CONSTRUCT/ON PLANS.
L INE CODE INLETS SHALL BE SPACED ACCORDING TO GDOT GUIDELINES I INE CODE
(REGARDING GUTTER SPREAD AND OR OTHER CRITERIAJ.
= o
PERMANENT CONCRETE DRAIN INLET WITH METAL PIPE IS USED TO DRAIN CURBS, EROS | ON ALL CUT OR FILL SLOPES OF 2.5:1 OR STEEPER AND WITHIN
DOWNDRAI N ‘ ON A GRADE, DOWN TO A LOWER ELEVATION. THIS |5 A PERMANENT CONTROL 50/ OF ALL CROSS DRAINS AND CULVERTS.
STRUCTURE STRUCTURE, REQUIRING OUTLET PROTECTION, TEMPORARY AND MATS
GA. STD. 9017 PERMANENT.  INLETS SHALL BE SPACED ACCORDING TO GDOT r
TPI, D-26 TPI e | GUIDELINES (REGARDING GUTTER SPREAD AND OR OTHER CRITERIA). CONSTRUCT | ON x;/ﬁ{x
SECTION 576, Y DETAIL LA
577. Vb | |LSECTIoN 716
LINE CODE PATTERN
ARIPIR RIS
I (TT3) N o3 ub [T,
ORI
PERMANENT CONCRETE DRAIN [NLET AND METAL PIPE IS USED TO DRAIN CURS, PERMANENT THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN
DOWN DRAIN |=%3 IN A SAG, DOWN TO A LOWER ELEVATION. THIS IS A PERMANENT S0/ L 35 DITCHES TO STABILIZE THE SOIL BY RE/NFORCING THE GRASS
STRUCTURE STRUCTURE, REQUIRING OUTLET PROTECT/ON, TEMPORARY AND RE I NFORC I NG ~ " ROOTS TO PROVIDE LONG TERM PROTECTION.
GA. STD. 9017 PERMANENT. INLETS SHALL BE SPACED ACCORDING TO MAT S R (THIS 1S CALLED "Wt® IN MANUAL FOR EROSION & SEDIMENT
TP2, D-26 TPZ2 waea= | GOOT GUIDELINES (REGARDING GUTTER SPREAD AND OR OTHER CONSTRUCT 1 ON Doydffinsieil CONTROL IN BGEORGIA. )
SECT/ON 576, S | CRITERIA). DETAIL - &
577. SECTION 710
LINE CODE LINE CODE
=XXEX (P XXX =X
THIS 1S AN APPLICATION OF STRAW MULCH USED TO REDUCE SOIL
MULCH EROSION AND STABILIZE THE SOIL. IT IS USED TO CONTROL
. ERGSION IN AREAS WHERE PERMANENT VEGETATION [S OUT OF NOTE ;
T e ey | SEASON OR TO TEMPORARILY STABILIZE AREAS PRIOR TO FINAL I. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING
GRADING. STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.
SECTION 163 nARER S 2. FOR ADDITIONAL INFORMATION ON THE DESIGN
Ds | D APELLCALLON O ERCHLOL COUTHDL Easines “DEPARTVENT OF TRANSPORTATION
LINE CODE COMMISS 10N, *MANUAL FOR EROSION AND SED/MENT 2|5 DEPARTM A A
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